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Site Pollution Prevention HANPBOOH HANDBOOH Site Pollution Prevention Site Pollution Prevention HANPBOOH Silt Fence HANDBOOH HANPBOOH Silt Fence
Notes: Notes (cont.) Notes (cont.) Min, 40" stake length | Construction Detail
The Construction Site Pollution Prevention Plan should include the following elements: 1 Pooto
L. Materiall o d. Trash shall be disposed of in accordance with all applicable Delaware laws. e. Contactinformation for reporting spills through the DNREC 24-Hour Toll Free Number shall , o Staple Method
. rial Inven i 2einforcing stri - 3605 eti sl ethod for joinin
i e. Trash cans shall be placed atalllunch spots and littering is strictly prohibited. Recycle bins be prominently posted. Fein o*m_.m_m_xmem% 0<MMWMQMWMMHV He i Min. 24" stake length above ground Section B continuous _mwo im;m
Document the storage and use of the following materials: shall be placed near the construction trailer. 6. Education N ake i Section A
s . . ’ _ Flow
a. Concrefe f. Iffertilizer bags can not be storedin a weather-proof location, they shall be kepton a pallet a. Bestmanagement practices for construction site pollution control shall be a part ofregular R A e i Staple
b. Detergents and covered with plastic sheeting which is overlapped and anchored. progress meetings. .. . RTY N P o
¢. Paints {enamel and latex) i i i b. Information regarding waste management, equipment maintenance and spill prevention Fmped e min. Min. 16" stake length Top
d. Cleaning solvents 4. Equipment maintenance practices ' hall b @ i 9 ted in th 9 . ' q,n *v i pillp vertically into ground in. 10 wg e w@w
. pesticid a. If possible, equipment should be taken to off-site commercial facilities for washing and shaltbe prominently posted in fhe consiruction fratler. ; driven into ground
M. eslicides mainfenance. :
. Wood scraps : .
Feriil P b. If performed on-site, vehicles shall be washed with high-pressure water spray without CONTACT INFORMATION . Construction Notes:
g. reriiizers defergents in an area contained by an impervious berm. Section
h. Petroleum based products i i ith wire ti
p ¢. Drip pans shall be used for all equipment maintenance. DNREC 24-Hour Toll Free Number 800-662-8802 1. Geosynthefic fabric to be fastened securely to fence posts with wire fies or staples.
2. Good housakaeping practices d. Equipment shall be inspected for leaks on a daily basis. DNREC Solid & Hazardous Waste Branch 302-739-9403 2. When two sections of filter cloth adjoin each other they shall be overlapped by six
a. Store only enough product required to do the job. . ) ) ) inches and folded.
e. Washout from concrete trucks shall be disposed of in a temporary pit for hardening and
b. Allmaterials shall be stored in a neat, orderly manner in their original labeled containers proper disposal. i ) ., .,
and covered. Flow 3. Maintenance shall be performed as needed and material removed when “bulges
f. Fuel nozzles shall be equipped with automatic shut-off valves. * develop in the silt fence.
¢. Substances shall not be mixed. Ends placed upslope to
) . . . g. All used products such as oil, anfifreeze, solvents and tires shall be disposed of in \l contain runof® .
d. When possible, all of a product shall be used up prior to disposal of the container. accordance with manufacturers’ recommendations and local, state and federal laws and _ &' Max _ Materials:
e. Manufacturers’ instructions for disposal shall be strictly adhered to. regulations. ~ _ f\$
f. The site foreman shall designate someone to inspect all BMPs daily. 5. Spill prevention practices / L L ; Tl@\. 1. Stakes: Steel (either T or U) or 2" x 2" hardwood
3 J
3. Waste management practices a. Potential spill areas shall be identified and contained in covered areas with no connection \ 2" Y ' wooden post: 2. Geosynthetic Fabric: Type GD-|
) to the sform drain system. (Typ) P
a. Allwaste materials shallbe collected and stored in securely lidded dumpstersin alocation o ) ) P ) s )
that does not drain fo a waterbody. b. Warning signs shall be posted in hazardous material storage areas. 3. : Wooden lath, plastic strip or other approved equivalent
b. Waste materials shall be salvaged and/or recycled whenever possible. ¢. Preventive maintenance shall be performed on all tanks, valves, pumps, pipes and other 4, Prefabricated Unit: Geofab, Envirofence, or approved equivalent
equipment as necessary. Plan
¢. The dumpsters shall be emptied a minimum of twice per week, or more if necessary. The ) o }
licensed trash hauler is responsible for cleaning out dumpsters. d. Low or non-foxic substances shall be priorifized for use. Max. conttrolled slope
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Stabilized Construct. Entrance

50" min.

A Wash rack

| (optional) 10" min.

Edge exist. pave

10" min.

Mountable berm
(a5 needed)

HANDBOOK “ﬂgem—mﬂaa no:uﬂ-‘Cﬂ"o m:n*oaﬁ“

Equipment wheel track + 2’

Metal bars set in reinforced conc.
(traffic bearing grates, timber mats or
other approved equiv. may be substituted)

Section A-A (Opt.)

Provide space for drainage

Construction Notes:

1. Stone size - Use DE #3 stone.

2. Length - As required, butnot less than 50 feet (except on asingle residence lotwhere a 30 foot minimum
length would apply).

Riprap Outlet Protection - 2

W
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Pipe diameter (D)
)

(L,
Apron width (W)
Bottom width (b)
Riprap depth (d)
Riprap size (R No.)

/ Riprap thickness (T) \

Apron length

Construction Notes:

Exiot T 1. The subgrade for the riprap shall be prepared to the required lines and grades as shown on the
— i ' 3. Thickness - Not less than size (6) inches. .y ) . P S plan. Anyfill required in the subgrade shall be compacted to a density of approximately that of
pave Type GS-I geotextile fabric the surrounding undisturbed material.
) . 4. Width - Ten (10) foot minimum, but not less than the full width at points where ingress or egress occurs. LT -
/ GS-1 geotextile 6" min. Culvert pipe NOTE: Key into exist. gnd 2. The riprap shall conform to the grading limits as shown on the plan.
/ . (25 needed) 5. Geotextile - Type GS-I; placed over the entire area prior to placing of stone.
- Exist. grnd mmDH._DB »lb y . . .
] ) . ) 3. Filter cloth shall be protected from punching, cutting or tearing. Any damage other than an
Profil 6. mtnbhml,kbﬁmﬁ__mcna.nwéoﬁml_.oé:@ ordiverted toward constructionentrances wro__ be piped across occasional small hole shall be repaired by placing another piece of cloth over the damaged
the entrance. If piping is impractical, @ mountable berm with 5:1 slopes will be permitied. area. All connecting joints should overlap a minimum of 1t. Ifthe damage is extensive, replace
10’ win. 7. Maintenance - The entrance shall be maintained in a condition which will prevent tracking or flowing of the entire filter cloth.

r § sediment onto public rights-of-way. This may require periodic top dressing with additional stone as ) ) ) ) .
conditions demand and repair and/or cleanout of any measures used to trap sediment. All sediment 4. Stone for the riprap or gabion outlets may be placed by equipment. Riprap shall be placed in
spilled, dropped, washed or fracked onfo public rights-of-way must be removed immediately. a manner to prevent damage to the filter cloth. Hand placement will be required fo the extent

NOTE: Width of botzom (b) o vary necessary fo prevent damage to the conduits, structures, efc.
8. Washing - Vehicle wheels shall be cleaned to remove sediment prior to entrance onto public rights-of- from pipe diameter or end section
~ . ) way. When washing is required, it shall be done on an area stabilized with stone and which drains info Type GS-I I width to existing channel bottom
Type GS-1 geotextile fabric an approved sediment frapping device. T > 05D P . , at end of riprap apron.
. w 0 geotextile fabric
Section A-A (Std.) ‘ o . ‘ . .
9. Inspection - Periodic inspection and needed maintenance shall be provided after each rain. Section B-B
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VA ESC Handbook VA ESC Handbook MD E&S Manual MD E&S Manual
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CB# CB#2 CB#4
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